
E2E_P01Check(Config, State,
Data)

State->MaxDeltaCounter = min (State->MaxDeltaCounter
++, 14)

State->NewDataAvailable ==
TRUE

State->WaitForFirstData=
FALSE

State->Status=
E2E_P01STATUS_INTIAL

State->MaxDeltaCounter =
Config->MaxDeltaCounterInit

State->LastValidCounter =
ReceivedCounter

State->Status=
E2E_P01STATUS_WRONGCRC

State->Status =
E2E_P01STATUS_NONEWDATA

return
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ReceivedCounter = (*(Data+(Config->CounterOffset/8)) >> 4)
& 0x0F
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Config->CounterOffset % 8
== 0

ReceivedCounter = *(Data+(Config->CounterOffset/8)) & 0x0F
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ReceivedCounter
<15

return
E2E_E_INPUTERR_WRONG

dataValid = E2E_P01_CRCAndDataIDNibble

dataValid ==
TRUE

State->WaitForFirstData ==
TRUE
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E2E_P01_process_counter

E2E_P01_process_NoNewOrRepeatedDataCounter

[TRUE]

[FALSE][TRUE]

[FALSE]

[FALSE][TRUE]

[TRUE]

[TRUE]

[FALSE]

[FALSE]


