E2E_PXXmProtect()

E2E_PXXmSinkCheck
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E2E_PXXmSourceChecl
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"XX" stands for one method profile.
Placeholders are defined on profile

level.

E2E_PXXmForward()
oo

ComputedCRC = PXXMCALCULATE_CRC

Offset +
PXXMCRC_POS +

[false]

PXXMCRC_LEN <

[true] Length

ComputedCRC = PXXMCALCULATE_CRC

First execution of "CRC_Calculate" for bytes before CRC
has the following parameters:

Crc_DataPtr: &Data[(]

Crc_Length: Offset+PXXCRC_POS

Crc_StartValue32: only bytes OxFF (OxFF'FF'FF'FF for 32 bit
CRO)

Crc_IsFirstCall: True

Function for "CRC_Calculate" is defined in placeholder
PXXMCALCULATE_CRC.

Second execution of "CRC_Calculate" for bytes after CRC has
the following parameters:

Crc_DataPtr: &Data[Offset + PXXCRC_POS + PXXCRC_LEN]
Cre_Length: Length - (Offset + PXXCRC_POS + PXXCRC_LEN)
Crc_StartValue32: ComputedCRC

Crc_|sFirstCall: FALSE

At this step, there is a ready ComputedCRC value, over the
entire E2E-Prodected Data (includung E2E Header (length, ID,
CRC etc) and the user data).




