
ReceivedCRC ==
ComputedCRC

ReceivedDataID == Config-
>DataID

ReceivedLength ==
Length

(DeltaCounter <= Config-
>MaxDeltaCounter) && (DeltaCounter
>=0)

State->Status =
E2E_PXXMSTATUS_ERROR

State->Status =
E2E_PXXMSTATUS_REPEATED

DeltaCounter
> 0

State->Status =
E2E_PXXMSTATUS_OK

E2E_PXXmSourceCheck
()

State->Status =
E2E_PXXMSTATUS_WRONGSEQUENCE

NewDataAvailable ==
TRUE

State->Status =
E2E_PXXMSTATUS_NONEWDATA

DeltaCounter
== 1

State->Status =
E2E_PXXMSTATUS_OKSOMELOST

State->Counter = ReceivedCounter

Compute local variable DeltaCounter: ReceivedCounter - State->Counter

ReceivedSourceID ==
SourceID

ReceivedMessageType ==
MessageType

ReceivedMessageResult ==
MessageResult
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[FALSE]

[TRUE]

[FALSE]

[FALSE]
[TRUE]

[TRUE][FALSE]

[FALSE]

[FALSE]

[FALSE]

[TRUE]

[TRUE]

[TRUE]

[TRUE]

[TRUE]

[FALSE]

[TRUE]

[TRUE]

[FALSE]

[FALSE]


