E2E_PO0O1Check(Config, State,

Data)

Increase MaxDeltaCounter by 1, but not

State->MaxDeltaCounter = min (State->MaxDeltaCounter

configured offset.

[TRUE]

If any NEW data is available to be checked

[FALSE]

Config->CounterOffset % 8

above 14 ++, 14)
(e.g. from COM, RTE, bus).
[FALSE] -
State->NewDataAvailable ==
TRUE
Read the Counter from Data, at the [TRUE]

ReceivedCounter = *(Data+(Config->CounterOffset/8)) & Ox0F

ReceivedCounter = (*(Data+(Config->CounterOffset/8)) >> 4)

& OxOF

Check if any correct data has already been

>©®

E2E_E_INPUTERR_WRONG

dataValid = E2E_P01_CRCAndDatalDNibble TRUE FALSE]
ché[ I [ |
ReceivedCounter return
<15

This is the first message with
correct CRC, WaitForFirstData

Counter is not checked as it
cannot be done yet.

received.
[TRUE] [FALSE]
dataValid == State->WaitForFirstData ==
TRUE TRUE
[FALSE] [TRUE]

State->WaitForFirstData= | _______ | | b e e e ks
FALSE i

State->MaxDeltaCounter =

E2E_PO1_process NoNewOrRepeatedDataCounte Config->MaxDeltaCounterinit
(el o)
State->LastValidCounter =
ReceivedCounter
State->Status = State->Status= State->Status= E2E_PO01_process_counter
E2E_PO1STATUS_NONEWDATA E2E_PO1STATUS_WRONGCRC E2E_PO1STATUS_INTIAL oSO

return



