ldsCommonElement
ldsminstance

+ idsminstanceld: Positivelnteger [0..1]
+ timestampFormat: String [0..1]

«atpVariation» Tags:

atp.Status = candidate «atpVariation,atpSplitable»
mmtRestrictToStandards = CP,FO [ -------_____

v

vh latestBindingTime = systemDesignTime +eculnstance\|/0..1
GeneralPurposelPdu
FibexElement
Eculnstance
Note:
%7 The Idsminstance shall use two
GeneralPurposelPdus with category="1DS"
IPdu for sending network messages (one is used
%7 by TP, one is not).
FibexElement Referrable
UploadableDesignElement SoConlPduldentifier
Pdu
+ headerld: Positivelnteger [0..1]
+ hasDynamicLength: Boolean [0..1] + pduCollectionPduTimeout: TimeValue [0..1]
+ length: Unlimitedinteger [0..1] + pduCollectionSemantics: PduCollectionSemanticsEnum [0..1]
+ pduCollectionTrigger: PduCollectionTriggerEnum [0..1]

+iPdu

0.1 +iPduldentifier 0..*

+pduTriggering\|/0..1

«atpVari ationl,atpSpIitable»

Identifiable Identifiable
PduTriggering StaticSocketConnection

+ tcpConnectTimeout: TimeValue [0..1]

+ tcpRole: TcpRoleEnum [0..1]

+staticSocketConnection 0..*
«atpVariation,atpSplitable» «atpVariation,atpSplitable»

+remoteAddress\|/0..1

Identifiable
SocketAddress

differentiatedServiceField: Positivelnteger [0..1]

flowLabel: Positivelnteger [0..1]

pathMtuDiscoveryEnabled: Boolean [0..1]
pduCollectionMaxBufferSize: Positivelnteger [0..1]
pduCollectionTimeout: TimeValue [0..1]

ttl: Positivelnteger [0..1]

udpChecksumHandling: UdpChecksumCalculationEnum [0..1]

+ + + + + + +




