
E2E_SM_INIT

E2E_SM_INVALID

E2E_SM_VALID

E2E_SM_NODATA
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E2E_SM_DEINIT
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[(State->ErrorCount > Config-
>MaxErrorStateInit) || (State->OkCount +
(Config->WindowSizeInit - State-
>NoDataInitCount) < Config-
>MinOkStateInit)]

[(State->ErrorCount <= Config-
>MaxErrorStateValid) && (State-
>OkCount >= Config-
>MinOkStateValid)]

[Config->clearFromValidToInvalid ==
TRUE]
/E2E_SMClearStatus(State, Config)

[ELSE]

[ProfileStatus != E2E_P_ERROR && Profi leStatus !=
E2E_P_NONEWDATA]
/E2E_SMClearStatus(State, Config)

E2E_SMCheck(ProfileStatus, Config,
State)
/E2E_SMAddStatus(Profi leStatus,
State)

[ELSE]

E2E_SMCheck(Profi leStatus, Config,
State)

/E2E_SMAddStatus(Profi leStatus,
State)

[(State->ErrorCount <= Config-
>MaxErrorStateInvalid) && (State-
>OkCount >= Config-
>MinOkStateInvalid)]
/E2E_SMClearRemainingStatus
(State, Config, E2E_SM_VALID)

[ELSE]

[E2E_SMCheck(Profi leStatus, Config,
State)]
/return E2E_E_WRONGSTATE

[Config->clearFromValidToInvalid ==
TRUE]]

/E2E_SMClearStatus(State, Config)

[ELSE]

[State->NoDataInitCount
>= Config-

>WindowSizeInit]

[(State->ErrorCount <= Config-
>MaxErrorStateInit) && (State->OkCount >=

Config->MinOkStateInit)]
/E2E_SMClearRemainingStatus(State,

Config, E2E_SM_VALID)

E2E_SMCheck(Profi leStatus, Config,
State)
/E2E_SMAddStatus(Profi leStatus,
State)

[ELSE]

[ELSE]

E2E_SMCheck(Profi leStatus, Config,
State)
/E2E_SMAddStatus(ProfileStatus,
State)

[ELSE]

[Profi leStatus ==
E2E_P_ERROR]
/E2E_SMClearStatus(State,
Config)

[ELSE]

[ELSE]
/E2E_SMClearRemainingStatus
(State, Config,
E2E_SM_INVALID)


