
FibexElement

EcuInstance

IdsCommonElement

IdsmInstance

+ idsmInstanceId: PositiveInteger [0..1]
+ timestampFormat: String [0..1]

Identifiable

StaticSocketConnection

+ tcpConnectTimeout: TimeValue [0..1]
+ tcpRole: TcpRoleEnum [0..1]

Identifiable

SocketAddress

+ differentiatedServiceField: PositiveInteger [0..1]
+ flowLabel: PositiveInteger [0..1]
+ pathMtuDiscoveryEnabled: Boolean [0..1]
+ pduCollectionMaxBufferSize: PositiveInteger [0..1]
+ pduCollectionTimeout: TimeValue [0..1]
+ ttl : PositiveInteger [0..1]
+ udpChecksumHandling: UdpChecksumCalculationEnum [0..1]

Identifiable

PduTriggering

Referrable

SoConIPduIdentifier

+ headerId: PositiveInteger [0..1]
+ pduCollectionPduTimeout: TimeValue [0..1]
+ pduCollectionSemantics: PduCollectionSemanticsEnum [0..1]
+ pduCollectionTrigger: PduCollectionTriggerEnum [0..1]

FibexElement
UploadableDesignElement

Pdu

+ hasDynamicLength: Boolean [0..1]
+ length: UnlimitedInteger [0..1]
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GeneralPurposeIPdu

IPdu
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+iPdu 0..1

+pduTriggering 0..1

«atpVariation,atpSplitable»

+remoteAddress 0..1

«atpVariation,atpSplitable»

+iPduIdentifier 0..*

«atpVariation,atpSplitable»

+staticSocketConnection 0..*

«atpVariation,atpSplitable»

+ecuInstance 0..1


