E2E_P11Check)
oo

E2E_P11Protect()

O

( Offset = Config->CRCOffset / 8 )

[case

[case

I
E2E_P11_DATAID_BOTH]

uint8 ComputedCRC= Crc_Calculate CRC8(Config->DatalD,
Crc_Length: 1, Crc_StartValue8: OxFF, Crc_IsFirstCall: FALSE)

ComputedCRC= Crc_CalculateCRC8(Config->DatalD>>8 &
OxFF, Crc_Length: 1, Crc_StartValue8: computedCRC,
Crc_lIsFirstCall: FALSE)

switchE2E_P11_DATAID_NIBBLE]
>DatalDMode

uint8 ComputedCRC= Crc_CalculateCRC8(Config->DatalD,
Crc_Length: 1, Crc_StartValue8: 0xff, Crc_IsFirstCall: FALSE)

ComputedCRC= Crc_CalculateCRC8(0, Crc_Length: 1,
Crc_StartValue8: computedCRC, Crc_|IsFirstCall: FALSE)

[TRUE]

ComputedCRC= Crc_CalculateCRC8(Crc_DataPtr:&Data[0],
Crc_Length: Offset, Crc_StartValue8: ComputedCRC,
Crc_|IsFirstCall: FALSE)

[FALSE]
Offset >
0

ComputedCRC= Crc_CalculateCRC8(Crc_DataPtr:&Data[1],
Crc_Length: Length-1, Crc_StartValue8: ComputedCRC,
Crc_|IsFirstCall: FALSE)

[FALSE]

Length > Offset
+1

[TRUE]

ComputedCRC= Crc_CalculateCRC8(Crc_DataPtr.&Data[Offset
+1], Crc_Length: Length-Offset-1, Crc_StartValue8:
ComputedCRC, Crc_lIsFirstCall: FALSE)

ComputedCRC = ComputedCRC
A Oxff




