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𝜺𝟏,𝟐 = 𝟏𝟎µ𝒔

𝜺𝟏,𝟑 = 𝟓µ𝒔

ZC4
TZ4 TZ5 ZC6

TZ6ZC5

𝜺𝟑,𝟒 = 𝟏𝟎𝟎𝒏𝒔 𝜺𝟑,𝟓 = 𝟏𝟎𝟎𝒏𝒔

𝜺𝟑,𝟔 = 𝟐𝟎𝟎𝒏𝒔

𝜺𝟐 = 𝟎

𝜺𝟒 = 𝟎 𝜺𝟓 = 𝟎 𝜺𝟔 = 𝟎

𝜺𝟑 = 𝟑𝟎𝟎𝒏𝒔

𝜺𝟏 = 𝟏𝟓, 𝟐µ𝒔

SL-LET-1𝜺 = 𝜺𝟏,𝟐 + 𝜺𝟏,𝟑 + 𝜺𝟑𝒆𝒙𝒕 = 𝟏𝟓, 𝟐µ𝒔

SL-LET-2

𝜺 = 𝜺𝟑 = 𝟑𝟎𝟎𝒏𝒔
SL-LET-1

𝜺 = 𝜺𝟏 = 𝟏𝟓, 𝟐µ𝒔

𝜺𝟑𝒆𝒙𝒕 = 𝟐𝟎𝟎𝒏𝒔

TZ: LET Zone
ZC: Zone Clock

SL-LET-2

𝜺 = 𝜺𝟑,𝟒 + 𝜺𝟑,𝟓 = 𝟐𝟎𝟎𝒏𝒔


